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Fairly Partitioning Resources While Limiting the Maximum 

Fair Share 



Inventors 
Pawan Goyal and Srinivasan Keshav 
Background 

Field of Invention 

The present invention relates generally to resource scheduling, and more particularly, to 
scheduling a resource fairly while preventing resource users from exceeding a maximum 
resource allotment. 

Background of the Invention 
A resource scheduler performs the function of allocating resources. Different resource 
types may use separate resource schedulers. Within each resource scheduler, each customer or 
user of the resource is treated as a separate "schedulable entity" with a separate scheduling queue 
and an individual quality of service guarantee. The scheduler selects requests for service from 
among the different queues, using a scheduling algorithm to ensure that each queue receives a 
least the minimum level of service they were guaranteed. Different queues may have different 
minimum quality of service guarantees, and the resource requests from each queue are weighted 
by the quality of service guarantee. Weighting increases or decreases a schedulable entity's 
relative resource share. 
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The goal of the resource scheduler is twofold. First, the resource scheduler must try to 
ensure that each schedulable entity is allocated resources corresponding to at least the minimum 
quality of service resource level paid for by that schedulable entity. Hov^ever, if extra resources 
are available, the resource scheduler must decide how to allocate the additional resources. 
Typical resource scheduling algorithms and methods are work-conserving. A work-conserving 
scheduler is idle only when there is no resource request to service. Additional resources will be 
divided up among the schedulable entities with outstanding requests, in proportion to each 
schedulable entity's weight. Customer requests are serviced if the resource is available, even if 
they exceed the schedulable entities' quality of service guarantee. 

Thus, a work-conserving resource scheduler may often provide schedulable entities with 
service beyond the actual maximum quality of service paid for by the schedulable entity. 
Unfortunately, this behavior tends to create unreahstic expectations. For example, assume 
customers A and B both are sharing a resource. Customer A pays for 50% of the resources and 
customer B pays for 25%, and resource sharing is weighted between A and B to reflect these 
different allocations. In a work-conserving scheduler, customers with unsatisfied requests get 
resource shares in proportion to their weights. Therefore, if both A and B request resources 
beyond their paid-for quality of service guarantee, one embodiment of a work-conserving 
scheduler will allocate two-thirds of the extra 25% of the resources to A, and the remaining one- 
third to B. 

However, if a new customer C is added to further share the resource, and C pays for and 
receives 25% of the resources, the resources actually delivered to A and B will decrease. 
Although A and B will still receive the 50% and 25%, respectively, of resources that they paid 
for, A and B may both perceive a decrease in service. In order to avoid setting unrealistic 
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customer expectations, it is preferable for the resource scheduler to prevent customers from 
receiving more resources than they have paid for, even if this allows resources to be idle during 
certain times. Such a preferred resource scheduler is non-work-conserving, and implements both 
minimum and maximum quality of service guarantees. 

One existing method for preventing schedulable entities from exceeding their maximum 
allotted resources is to place a rate controller module into the system before the resource 
scheduler. The rate controller module receives resource requests from each different schedulable 
entity and separates them into individual "schedulable entity" queues. Each schedulable entity 
has a separate queue. Before a request is passed on to the scheduler, the rate controller module 
checks to determine if granting the request will exceed the schedulable entity's maximum 
resource allotment. If so, the rate controller module sets a timer to expire when the request may 
be granted without exceeding the schedulable entity's maximum allotment. Upon timer expiry, 
the rate controller module allows the request to be passed on to the scheduler, where it will be 
scheduled for service. 

The implementation of the rate controller module requires a separate queue and timer for 
each schedulable entity, requiring a large amount of memory for storing the state of each timer 
and checking each timer to see if it has expired. The state space required scales Unearly with the 
number of schedulable entities, and can become burdensome for large numbers of schedulable 
entities. As the number of resource users, each corresponding to a different schedulable entity, 
increases, the state space required to manage the scheduler and allocate resources properly 
increases rapidly. 

Thus, it is desirable to provide a system and method for resource scheduling capable of 
limiting schedulable entities to a certain minimum and maximum resource allocation, without 
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requiring the significant state space required by a typical rate controller module. The system 
should also ensure that resources are shared fairly among the different schedulable entities. 
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Summary of the Invention 

The present invention schedules resource requests from a pluraUty of schedulable entities 
while limiting the maximum and minimum quality of service allocated to each schedulable 
entity. One embodiment of a scheduler in accordance with the present invention requires less 
memory to maintain state information than existing rate-controlling schedulers, and is thus more 
easily scalable to large numbers of users. The scheduler also schedules resources fairly among 
competing schedulable entities. 

A resource scheduler uses a fair-share scheduling algorithm to select resource requests to 
service from multiple request queues, each associated with a schedulable entity. After a resource 
request is selected from a queue, a rate controller checks to ensure that servicing the request will 
not cause the associated user's maximum quality of service to be exceeded. If the maximum 
quality of service will not be exceeded, the request is serviced and the virtual time is 
incremented. If the maximum quality of service will be exceeded, the virtual time is still 
incremented, but the actual request is not serviced and remains pending. 

The features and advantages described in the specification are not all-inclusive, and 
particularly, many additional features and advantages will be apparent to one of ordinary skill in 
the art in view of the drawings, specification, and claims hereof Moreover, it should be noted 
that the language used in the specification has been principally selected for readability and 
instructional purposes, and may not have been selected to delineate or circumscribe the inventive 
subject matter, resort to the claims being necessary to determine such inventive subject matter. 
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Brief Description of the Drawings 

Fig. 1 is an illustration of a resource request scheduler adapted to limit the maximum 
quality of service allocated to each schedulable entity. 

Fig. 2 is a flowchart of the process for selecting and servicing requests from schedulable 
entities while limiting the maximum quality of service allocated to each schedulable entity. 

Fig. 3 is an illustration of a hierarchical resource request scheduler adapted to limit the 
maximum quality of service allocated to each schedulable entity. 

The figures depict a preferred embodiment of the present invention for purposes of 
illustration only. One skilled in the art vdll readily recognize from the following discussion that 
alternative embodiments of the structures and methods illustrated herein may be employed 
without departing from the principles of the invention described herein. 
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Detailed Description of the Preferred Embodiments 



Reference will now be made in detail to several embodiments of the present invention, 
examples of which are illustrated in the accompanying drawings. Wherever practicable, the 
same reference numbers will be used throughout the drawings to refer to the same or like parts. 
Before describing various embodiments of the present invention, some further background on 
scheduling methods is provided. 

Any separately identifiable source of requests for a resource is referred to herein as a 
"schedulable entity." As examples, a schedulable entity may represent a single individual, a 
group of individuals with some shared association, a computer or a set of computer programs 
associated with a resource. For example, a company A may contain two divisions Y and Z. If 
resource requests, such as requests for network bandwidth, are only identified as originating 
fi-om company A, company A is a "schedulable entity," and all resource requests from both 
division Y and division Z are included in the same scheduling queue. However, if company A 
network bandwidth requests may be separately identified and scheduled between division Y and 
division Z, then both Y and Z are schedulable entities. Separate qualities of service may be 
assigned to the different divisions, and requests from each division are placed into separate 
scheduling queues. 

Different quality of service guarantees may be assigned to different types of resources for 
the same schedulable entity. Many different types of resources may be assigned quality of 
service guarantees, such as CPU time, memory access time, file access time, and networking 
resources. Other types of resources will be evident to one of skill in the art. For example, 
schedulable entity "Entity A" may have a CPU quality of service set to 50% of the physical 
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computer's resources. Entity A may also be assigned only 40% of the physical resource's 
memory access time. In another embodiment, a schedulable entity may have a single quality of 
service guarantee that applies to each type of resource. For example, Entity A may be assigned a 
minimum quality of sen^ice of 40%, and a maximum quality of service of 50% for all resources. 
In this case. Entity A will receive between 40 and 50% of all of the resources of the physical 
computer. 

The quality of service assigned to each schedulable entity for each resource type is stored 
in a quahty of service table or similar data structure. The quality of service is expressed as either 
a minimum and maximum percentage share of resources, or as a minimum and maximum 
quantity of a particular resource. In one embodiment, the minimum and maximum quality of 
service are equal, and a single quality of service value bounds the resources allocated to a 
particular schedulable entity. The present invention does not limit how quality of service 
parameters are set or selected for entities, and so any mechanism for managing quality of service 
may be used. 

Fair-share scheduling algorithms are well known in the art, and numerous different 
variations exist. Fair-share scheduling algorithms partition a resource among multiple users such 
that each user is allocated a fair share of the resource. For purposes of example, the start-time 
fair queuing algorithm with virtual time scheduUng will be discussed herein. However, it will be 
understood by one of skill in the art that numerous other fair-share scheduling algorithms may be 
used with the inventive techniques disclosed herein. For example, a round-robin, a deficit round- 
robin, or a self-clocked fair queuing algorithm may be used. 

Certain fair-share scheduHng algorithms use various methods to emulate the idealized 
scheduling discipline of generalized processor sharing (GPS). In GPS, each schedulable entity 
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has a separate queue. The scheduler serves each non-empty queue by servicing an 
infinitesimally small amount of data from each queue in turn. Each queue may be associated 
v^ith a service weight, and the queue receives service in proportion to this weight. Weighted fair 
queuing algorithms simulate the properties of GPS by calculating the time at which a request 
would receive service under GPS, and then servicing requests in order of these calculated service 
times. The start-time fair queuing algorithm is a variation of weighted fair queuing. 

A virtual time may be used in fair-share scheduling algorithms. A virtual time scheduler 
increments a virtual time variable. A start and finish tag is calculated for each incoming resource 
request, and requests are serviced in order of their tags. The virtual time is equal to the current 
request's start tag number, and increments as additional start tags are calculated. A virtual time 
scheduler simulates time-division multiplexing of requests in much the same way as weighted 
fair queuing algorithms simulate the properties of GPS. Virtual time scheduUng, weighted fair 
queuing, and the start-time fair queuing algorithm are discussed in "An Engineering Approach to 
Computer Networking" by S. Keshav, pp. 209-263, (Addison- Wesley Professional Computing 
Series) (1997), and "Start-time Fair Queuing: A Scheduling Algorithm for Integrated Services 
Packet Switching Networks" by Pawan Goyal, Harrick M. Vin, and Haichen Cheng, IEEE/ACM 
Transactions on Networking, Vol. 5, No. 5, pp. 690-704 (October 1997), the subject matter of 
both of which are hereby incorporated in their entirety. 

The start-time fair queuing algorithm is used with virtual time scheduling in the 
following manner. Incoming resource requests are placed in separate queues within a resource 
scheduler, with each queue holding the requests from a particular schedulable entity. Each 
resource request is tagged with both a start number (SN) and a finish number (FN) tag as it 
reaches the head of its respective queue, and requests are serviced in order of increasing start 
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numbers. The start and finish number tags are calculated for each request k from a schedulable 
entity z, where i represents the queue in which the request k has been placed. The start and finish 
number tags are calculated using the virtual time V(t), the weight given to each schedulable 
entity 0(i) (if weighting is being implemented) and the resource duration D(i k t) for which 
each request is scheduled. 

The virtual time V{i) is initially zero. When the resource scheduler is busy, the virtual 
time at time t is defined to be equal to the start tag of the request in service at time t. At the end 
of a busy period, the virtual time is set to the maximum finish tag assigned to any resource 
request that has been serviced. 

The start number tag SN of a request k arriving at an inactive queue i (one that does not 
currently contain previous pending requests by the queue's schedulable entity) is set to the 
maximum of either the current virtual time V{t) or the finish number FN of the previous request 
{k-\) pending in the queue: 



The finish number tag FN of a request k is the sum of the start number SN of the request 
and its request duration D(i k t) divided by its weight (I>(i): 



The weight 0(i) for each schedulable entity corresponds to the minimum quality of 
service assigned to that schedulable entity. Schedulable entities are provided with resources in 
proportion to their weights, and thus a schedulable entity with a minimum quality of service 
guarantee of 40% of a resource receives proportionally more resoiirces than another schedulable 



SN(U kj) = max[ V(t X FN(i, k~lt)J 



(1) 




(2) 
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entity with a minimum quality of service guarantee of 20% of a resource. As shown in Eq. 2, as 
increases towards 1 (100% of the resources available), the amount D(lkj)/0(i) added to the 
SN decreases, and thus the finish number FN tag is lower for the current request (k-l). As shown 
in Eq. 1, a lower finish number FN tag on the current request (^-1) causes the next request k to 
have a lower start number SN tag. A lower SN tag means that the next request k is serviced more 
quickly. Thus increasing the weight of a particular queue increases the fi-equency at which 
requests are serviced from the queue. 

In one embodiment, each schedulable entity queue / has an individually assigned 
minimum quahty of service, and thus each schedulable entity is allotted a different proportion of 
the overall resources. In another embodiment,, all of the schedulable entities are allocated the 
same minimum quahty of service guarantee, and weights are not implemented. 

The request duration D for which a resource request is scheduled is specific to the type of 
resource being requested and the particular scheduling system implementation. Request duration 
D determines the granularity of resource scheduling. For example, assxmie a process P requires a 
duration of 100 seconds of CPU time. Scheduling process P continuously for 100 seconds would 
mean that all other processes would starve for 100 seconds, an undesirable result. Instead, 
process P will typically be scheduled for a shorter upper bound duration Dmax, such as 20 
seconds. After 20 seconds, process P is preempted and another process is scheduled. If the 
original duration D requested is shorter than the upper bound duration Dmax, the entire requested 
duration D will be serviced. Additionally, the process may block on I/O earlier than the upper 
bound duration on CPU time. 

Various embodiments of the present invention will next be discussed. Fig. 1 illustrates a 
scheduler 100 suitable for scheduling the shared usage of a variety of different types of 
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resources. For example, scheduler 100 may be used to schedule resources for CPU time, 
memory access, disk access, or networking resources such as bus bandwidth. Additional types 
of resources suitable for scheduling with the scheduler 100 will be evident to one of skill in the 
art. Different schedulable entities make requests for resources, such as a request for CPU time, a 
request for memory access, a request for disk access, or a request for bandwidth to transport 
signals within the network. 

Scheduler 100 selects resource requests for service using a fair-share scheduling 
algorithm. Scheduler 100 additionally prevents a selected resource request from being serviced 
if the maximum quaUty of service assigned to the schedulable entity that made the resource 
request would thereby be exceeded. Scheduler 100 implements rate control over the maximum 
quality of service in a manner that preserves the fairness properties of the scheduling algorithm. 
Scheduler 100 further implements rate control in a manner that reduces the memory required to 
store state variables as compared to prior-art methods. Scheduler 100 may be implemented as 
part of the operating system of a computer. 

Different quality of service guarantees are implemented by allocating different amounts 
of the scheduled resource to servicing each of the schedulable entities. Resources may be 
allocated to different schedulable entities as a percentage of a particular resource, for example, 
allocating 50% of the resource to schedulable entity A and 25% to schedulable entity B. 
Resources may also be allocated as a particular number of units of a resource, for example, the 
operating system may be instructed to allocate x seconds of memory access to schedulable entity 
A and;; seconds of memory access to schedulable entity B. 
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Each schedulable entity has an assigned minimum and maximum quahty of service 
guarantee for the resource being scheduled. The minimum guarantee represents the minimum 
amount of a particular resource the schedulable entity should receive. The maximum guarantee 
represents the maximum amount of a particular resource the schedulable entity should receive, 
and this maximum v^ill be enforced even if the resource will become idle. In one embodiment, 
the minimum and maximum quality of service guarantees are equal. In another embodiment, the 
maximum quality of service exceeds the minimum quality of service, for example, schedulable 
entity A is guaranteed at least 20% of the resource, but at no time v^ill entity A receive more than 
30% of the resource. 

Scheduler 100 receives incoming resource requests 110 from a group of schedulable 
entities v^ho share the resource being scheduled. The incoming requests 110 are sorted 112 into 
separate queues, v^ith each queue holding the pending requests for a single schedulable entity. 
Three queues 130, 140 and 150 are shown in Fig. 1. Queue 130 holds two pending resource 
requests 132A and 132B. Queue 140 holds three pending resource requests 142A, 142B, and 
142C. Queue 150 holds one pending resource request 152A. It will be evident to one of skill in 
the art that additional queues may be added to the scheduler 100 if additional schedulable entities 
are to share the resource being scheduled. 

Requests 132A, 142A and 152A reside in the head of queues 130, 140, and 150, 
respectively. As resource requests are serviced, they leave the head of the queue, and requests 
remaining in the queue move up in the queue. The fair-share selector 180 selects 114 resource 
requests for service from the head of each queue based upon a fair-share scheduHng algorithm, 
which ensures that each schedulable entity receives its minimum quality of service. Each 
resource request is assigned a start number tag 57V and finish number tag FN (Eqs. 1 and 2) as it 



13 



2181 6/04466/DOCS/l 042750 5 



reaches the head of its respective queue. Selector 180 selects the next resource request to service 
as the one with the lowest SN tag. The fair-share selector 1 80 will not allocate service time to an 
empty queue. 

If the schedulable entities have equal minimum quaUty of service guarantees (equal 
weights), the fair-share scheduling algorithm apportions resources equally among the 
schedulable entities. If the minimum quality of service guarantees for the schedulable entities 
differ, each schedulable entity has a weight 0(i) that is incorporated into the fair-share 
scheduling algorithm, as shown in Eq. 2. The weight 0(i) thus influences the tags assigned to 
each resource request and the resulting selection order of requests. 

In the following example, it will be assumed that the scheduler 100 uses the start-time 
fair queuing algorithm with a virtual clock tracking the virtual time V{t). Selector 180 also limits 
each selected request to a pre-determined maximum duration Dmax, thereby Umiting the amount 
of resource time allocated to any single request. 

As resource requests enter the head of each queue, the scheduler 100 assigns each request 
a start number tag 57V using Eq, 1, and a finish number tag iW using Eq. 2. Selector 180 selects 
114 requests for service based upon their start number SN order, with the lowest SN selected 
first. Ties are broken arbitrarily. Each request includes a request duration Drequest^ The request 
will be scheduled for service for a duration D=Drequesu however, if Drequest is greater than the 
scheduler lOO's pre-determined upper bound duration Dmax. the selector 180 will only permit 
Dmax of the request to be selected for service: 

D = min( Drequest, D max) (3) 
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If Drequest > Dmax, the remainder of the request {Dremainder = Drequest'Dmax) will be returned 
to the head of its queue, and a new start number and finish number tag will be calculated for the 
remainder of the request. 

The virtual time V{f) is related to the current request's start number SN. Each time that 
5 the selector 180 selects 114 a request for service with a new start number tag SN, this advances 
the virtual time V{t) of the scheduler 100. As shown in Eq. 1, this calculation of iSiV depends on 
the finish number FN calculation given in Eq. 2. A component of the FN calculation is the 
request duration i)(z;A:,0, and thus the request duration also influences the virtual time V{t), 

% Once a request has been selected 1 14 for service, it is checked 1 16 by the rate controller 

II for its respective queue. Queue 130 has a rate controller 136, queue 140 has a rate controller 

III 146, and queue 150 has a rate controller 156. Each rate controller checks to determine whether 
111 the selected request is eUgible for service, i.e. whether servicing the selected request will exceed 
^ the maximum quality of service guarantee for the associated queue's schedulable entity. 

Techniques for determining whether satisfying the current selected request would result in the 
S request's schedulable entity exceeding its pre-specified maximum quality of service are well 
known in the art. Rate controlled schedulers are discussed in "An Engineering Approach to 
Computer Networking" by S. Keshav, pp. 248-252, (Addison- Wesley Professional Computing 
Series) (1997), the subject matter of which is herein incorporated by reference in its entirety. 

If servicing the request would exceed the maximum quality of service guarantee, the 
20 request is not eligible for service and the rate controller leaves the request pending at the head of 
its respective queue. However, the rate controller will send a dummy request to be serviced 120 
that is scheduled for a zero time duration Z), thereby updating the virtual time. The SN and FN 
tags for the request left pending at the head of the non-eligible queue will thus be recalculated as 
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if the request had just arrived at the head of the queue. This 57V and FN tag recalculation occurs 
both for requests that are not ehgible for service, and for request remainders as discussed 
previously. 

If the rate controller determines that the request is eligible for service, the request is 
removed 118 from its queue. The request is then serviced 120, meaning that the request is 
allowed to consume the resource being scheduled for a duration D, 

Scheduler 100 employs rate controllers 136, 146 and 156 to ensure that each schedulable 
entity does not exceed its maximum quality of service guarantee. The rate controllers do not 
require a separate set of rate controller queues, nor does each rate controller require a separate 
timer. Thus, the rate controllers require less memory for state variable storage as compared to 
prior-art rate control mechanisms. 

Fig. 2 is a flowchart of the process for selecting and servicing resource requests as 
implemented within a resource scheduling module, such as the scheduler 100. The method of 
Fig. 2 will be illustrated by an example of scheduling a CPU resource using scheduler 100 of 
Fig. 1. For purposes of example, assume that the CPU resource's Dmax is 20 seconds. The SN 
tag, and Drequest associated with each head-of-queue resource request is given in Table 1 below: 
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SNtaz 


Resource request 


Drequest (seCOOds) 


1 


132A 


50 


3 


142 A 


20 


6 


152A 


30 



Table 1 



The scheduler reviews 200 the SVtags for the head-of-queue requests (132 A, 142 A, and 
152 A). The scheduler selects 210 the resource request with the smallest or "next" SN tag 
(132A). In one embodiment, ties are broken arbitrarily. In another embodiment, the system 
administrator specifies an order for resolving tag number ties. The scheduler then determines 
215 the duration D to allot to the selected resource request. In this example, since Drequest > D^ax 
(50 seconds > 20 seconds), the request 132A will only be granted Dmax (20 seconds) of CPU 
time. 

The rate controller (136) associated with the queue of the selected request (132A) is 
called 220. The rate controller determines 230 whether servicing the selected request will 
exceed the maximum quality of service guarantee allocated to the request's schedulable entity. 
If the maximum quality of service will be exceeded, the scheduler sends a dummy request 250 
for servicing, thereby simulating servicing the request within the fair-share scheduling algorithm 
controlling the request selection process. The virtual time V{f) then advances to the SVtag of the 
next request, just as if the request 132A had actually been serviced. If the maximum quality of 
service will not be exceeded, the resource request is actually serviced 240. 
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The scheduler then calculates 260 new tags as needed. If the entire requested duration 
D request of the sclectcd requcst (132 A) was serviced 240, resource request 132B moves to the 
head of queue 130 and a new SN and FN tag is assigned to request 132B. However, if the entire 
request or part of the request (132 A) was not serviced and is still pending, new tags are 
5 calculated for the portion of request 132 A that was not serviced. In this example, 30 seconds of 
original request 132A remain to be serviced. The remainder of request 132A with an updated 
duration Drequest of 30 seconds remains pending in the queue 130. New SN and FN tags are 
calculated for the remainder of request 132A, and request 132B remains back in the queue 130. 

f-j The scheduler then returns to step 200 and reviews the head-of-queue 57V tags to select 

p the next request for service. 

The fair-share scheduling system and method described in Figs. 1 and 2 may also be 
implemented in a hierarchical fair-share scheduler. A hierarchical fair-share scheduler performs 
Q fair-share scheduling on multiple levels, i.e. schedulable entity groups may have subgroups that 
C3 also have weights. A set of start number and finish number tags are maintained at each level of 
S the hierarchy. The hierarchical fair-share scheduler is implemented as a tree structure, where 
each node is a scheduler that partitions the resource allocated to it and schedules child nodes. A 
hierarchical fair-share scheduler is discussed in "Start-time Fair Queuing: A Scheduhng 
Algorithm for Integrated Services Packet Switching Networks" by Pawan Goyal, Harrick M. 
Vin, and Haichen Cheng, IEEE/ACM Transactions on Networking, Vol. 5, No. 5, pp. 690-704 
20 (October 1997), the subject matter of which is incorporated herein in its entirety. 

A hierarchical fair-share scheduler may be used, for example, if a particular parent 
schedulable entity wishes to allocate a certain percentage of the parent's total resources to a first 
child schedulable entity, and allocate the remainder to a second schedulable entity. For example. 
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assume Company A requests that a minimum of 40% of the resources of a particular CPU be 
guaranteed for the Company A, and Company A is prohibited from using more than 45% of the 
resources. Company A also wishes to ensure that its Division X receives at least 60% of the 
Company A CPU resources, and that its Division Y receives the remainder of the resources. 

The hierarchical resource scheduler will constrain Company A to using between 40 and 
45% of the available resources of the shared CPU, using a weighted fair-share queuing algorithm 
and rate controllers as described in Figs. 1 and 2 to implement the desired minimum and 
maximum quality of service. Company A, however, may request that the resource scheduler 
implement one of several different methods for resource sharing between Divisions X and Y. In 
one embodiment, Divisions X and Y are assigned resources using a non-work-conserving 
scheduUng algorithm wherein both X and Y are constrained to a minimum and a maximum 
quality of service. In another embodiment. Divisions X and Y are assigned resources using a 
work-conserving scheduling algorithm wherein both X and Y are guaranteed a minimum quahty 
of service, and any additional resources are shared between X and Y according to their respective 
weights. 

Fig. 3 illustrates a hierarchical fair-share scheduler 300. A parent scheduler 302 has two 
child schedulers 301A and 301B. Parent scheduler 302 includes two parent queues 380A and 
380B, corresponding to two schedulable entities. Child scheduler 301A includes two child 
queues 330A and 330B, corresponding to two schedulable entities, both of which feed resource 
requests 320A to parent queue 380A. Child scheduler 301B includes three child queues 340A, 
340B and 340C, all of which feed resource requests 320B to parent queue 380B. Each parent 
queue represents a main schedulable entity (such as a company), and each child queue represents 
a subgroup schedulable entity of its parent (such as a division of the company). 
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Initial resource requests 310 are separated by child schedulable entity and placed into 
their corresponding child queues 330 or 340. Child schedulers 301A and 301B assign start and 
finish number tags to requests in the heads of their respective queues. Each child scheduler 301 
maintains a separate set of tags, and the parent scheduler 302 also maintains a separate set of 
tags. Consequently, each scheduler has a separate virtual time clock. Selector 326A selects 
resource requests for service from requests at the head of queues 3 3 OA and 3 3 OB using a fair- 
share scheduling algorithm. Selector 326B also selects resource requests for service from 
requests at the head of queues 340A, 340B and 340C using a fair-share scheduling algorithm. 

In one embodiment, each child queue is assigned a weight 0{i) increasing or decreasing 
the queue's relative resource share. Each child queue also has an associated rate controller that 
limits the maximum resource share that that child queue may obtain. Child queue 3 3 OA has a 
rate controller 336A; child queue 330B has a rate controller 336B; child queue 340A has a rate 
controller 346A; child queue 340B has a rate controller 346B; and child queue 340C has a rate 
controller 346C. When a request from the head of a child queue is selected for service, the 
associated rate controller determines if servicing the request will exceed the maximum quality of 
service allocated to the child queue. If the maximum quality of service will be exceeded, a 
dummy request for zero resources is sent for service as a placeholder, and the request remains 
pending in the head of its child queue. Start and finish number tags are updated as described 
previously, thereby incrementing the virtual time for the scheduler. 

Requests (including dummy requests) selected for service by selector 3 26 A that are not 
blocked by their respective rate controllers are output 320A into queue 380A of scheduler 302. 
Similarly, requests selected for service by selector 326B that are not blocked by their respective 
rate controllers are output 320B into queue 380B of scheduler 302. Scheduler 302 assigns new 
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start and finish number tags to requests in queues 380A and 380B, thereby incrementing the 
virtual time for the parent scheduler 302. A selector 328 uses a fair-share scheduling algorithm 
to select requests for service from the heads of queues 380A and 380B. Queue 380A has an 
associated rate controller 386A, and queue 380B has an associated rate controller 386B. 
Scheduler 302 uses the method described in Fig. 2 to output resource requests for servicing 322, 
subject to minimum and maximum quality of service constraints on queues 380A and 380B. 

In the embodiment shown in Fig. 3, child schedulers 301A and 301B are implemented in 
a manner similar to the parent scheduler 302. In another embodiment, the hierarchical resource 
scheduler 300 implements one or more of the child schedulers 301A and 301B differently than 
parent scheduler 302. For example, child schedulers 301A and/or 301B may be implemented 
without rate controllers associated with each child queue. A child queue without a rate controller 
will not be subject to a maximum quality of service limitation. Additionally, child schedulers 
301 A and/or 301B may be implemented as work-conserving schedulers, or may use different 
types of scheduling algorithms. 

The resource scheduling method of the present invention is suitable for use in scheduling 
the resources of "virtual servers." It is desirable for an ISP to provide multiple server 
applications on a single physical host computer, in order to allow multiple customers to use a 
single host computer. If a different customer is associated with each server application, or 
'Virtual server", the ISP will implement a method of sharing resources between customers. 
Additionally, it is desirable to be able to constrain virtual server customers to a minimum and 
maximum quality of service guarantee. This allows customers to be Umited to a certain amount 
of the resources of the physical host computer. 
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The resource scheduler of the present invention may be used in the context of virtual 
servers to schedule some or all of the physical host computer resources. Each virtual server 
corresponds to a separate schedulable entity. Each virtual server is assigned a maximum and 
minimimi quality of service guarantee. In another embodiment, separate maximum and 
5 minimum quality of service guarantees may be assigned to different resources used by the same 
virtual server. Requests for resources from each virtual server are serviced according to the 
resource scheduling method of the present invention. 

Although the invention has been described in considerable detail with reference to certain 
embodiments, other embodiments are possible. As will be understood by those of skill in the art, 
the invention may be embodied in other specific forms without departing from the essential 
111 characteristics thereof For example, different fair-share algorithms may be implemented in the 
in resource request scheduler. Additionally, a weighted fair-share or hierarchical weighted fair- 
^ share algorithm implementation may be used in the resource request scheduler. Accordingly, the 
J": present invention is intended to embrace all such alternatives, modifications and variations as fall 
IS within the spirit and scope of the appended claims and equivalents. 
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We claim: 



1 1. A method for scheduling a resource to service a plurality of pending requests received 

2 from a plurahty of schedulable entities, v^hile preventing each schedulable entity from exceeding 

3 a maximum quality of service allocated to each schedulable entity, comprising: 

4 selecting a request associated with a schedulable entity; 

5 responsive to determining that servicing the selected request will exceed the 

6 schedulable entity's maximum quahty of service, advancing a virtual time for 
15 scheduling the requests, without servicing the request; and 

Hi responsive to determining that servicing the selected request does not exceed the 

m schedulable entity's maximum quality of service, servicing the request and 

III) advancing the virtual time. 

^ 2. The method of claim 1, wherein the request includes a request to allocate disk space. 

Ca 3. The method of claim 1, wherein the request includes a request to allocate memory. 

1 4. The method of claim 1 , wherein the request includes a request for network bandwidth. 

1 5. The method of claim 1, wherein the request includes a request for CPU processing 

2 cycles. 

1 6. The method of claim 1, wherein the request is selected using a fair-share scheduling 

2 algorithm. 

23 2181 6/04466/DOCS/1 042750.5 



1 7. The method of claim 6, wherein the fair-share scheduling algorithm is a weighted fair- 

2 share scheduHng algorithm, each weight corresponding to a schedulable entity's minimum 

3 quality of service allocation. 

1 8. The method of claim 7, wherein the minimum quality of service allocated to each 

2 schedulable entity is a minimum percentage share of the resource. 

1 9. The method of claim 6, wherein the fair-share scheduling algorithm is a hierarchical 

f% fair-share scheduling algorithm. 

fi 10. The method of claim 6, wherein the fair-share scheduling algorithm is a hierarchical 

weighted fair-share scheduling algorithm, each weight corresponding to a schedulable entity's 

~ 3 minimum quality of service allocation, 

Ji 11. The method of claim 6, wherein the fair-share scheduling algorithm is a start-time 

^2 fair queuing algorithm with virtual time scheduling. 

1 12. The method of claim 1, wherein each request includes a requested duration, the 

2 method further including: 

3 limiting the requested duration of the request to a pre-determined request duration 

4 upper bound. 

1 13. The method of claim 1, wherein the maximum quality of service allocated to each 

2 schedulable entity is a maximum percentage share of the resource. 
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1 14. The method of claim 1, wherein a rate controller determines if servicing the request 

2 will exceed the schedulable entity's maximum quality of service. 

1 15. The method of claim 14, wherein if the rate controller determines that servicing the 

2 request will exceed the schedulable entity's maximum quahty of service, the request remains 

3 pending. 

1 16. A method for scheduling resource requests from a plurality of schedulable entities, 

"2 wherein each resource request includes a requested duration and each schedulable entity has a 

fa maximum quaUty of service guarantee, the method comprising: 

^ assigning a start number tag to a resource request using a start-time fair queuing 

^5 algorithm with virtual time scheduhng; 

C| selecting the resource request with the smallest start number tag, the selected request 

having an associated schedulable entity; 

8 hmiting the requested duration of the selected resource request to a pre-determined 

9 duration upper bound; 

30 servicing the selected resource request if servicing the selected resource request will 

n not exceed the associated schedulable entity's maximum quality of service 

12 guarantee; and 

13 advancing a virtual time value. 
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1 17. The method of claim 16, further including: 

2 updating the start number tag for a resource request associated with the schedulable 

3 entity that made the selected resource request if the selected resource request 

4 is not serviced. 

1 18. The method of claim 16, further including: 

2 leaving the selected resource request pending if servicing the selected resource 

request will exceed the schedulable entity's maximum quahty of service 

p guarantee. 

^ 19. A system for scheduling pending resource requests from a plurality of schedulable 

J entities while limiting a maximum quality of service allocated to each schedulable entity, 

m comprising: 

^ a plurality of schedulable entity queues for holding pending resource requests, each 
schedulable entity queue holding resource requests from a schedulable entity; 

6 a scheduler for selecting resource requests from the plurahty of schedulable entity queues 

7 using a fair-share scheduling algorithm, and further adapted to increment a virtual time value 

8 each time a resource request is selected; and 

9 a plurality of rate controllers associated with the plurality of schedulable entity queues, 

10 each rate controller adapted to limit the rate at which resource requests selected by the scheduler 

11 are serviced to the schedulable entity's maximum quahty of service. 
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1 20. The system of claim 1 9, wherein each rate controller is further adapted to: 

2 monitor the servicing of resource requests from the rate controller's associated 

3 schedulable entity queue to calculate the quahty of service received by the 

4 schedulable entity; and 

5 block the servicing of a selected resource request if the schedulable entity's maximum 

6 quality of service would be exceeded if the selected resource request was 

7 serviced. 

21. The system of claim 19, wherein each schedulable entity queue is associated with a 

ig weight, and the scheduler uses a weighted fair-share queuing algorithm. 

,1 22. A hierarchical system for scheduling resource requests from a plurality of child 
schedulable entities while Umiting the maximum quality of service allocated to a plurality of 

f| parent schedulable entities, comprising: 

y . a plurality of child schedulable entity queues for holding pending resource requests, each 

5 child schedulable entity queue holding resource requests from a child schedulable entity; 

6 one or more child schedulers for selecting resource requests from the plurality of child 

7 schedulable entity queues using a fair-share scheduling algorithm, and further adapted to 

8 transmit selected resource requests to a parent schedulable entity queue; 

9 a plurality of parent schedulable entity queues, each parent schedulable entity queue 
10 receiving resource requests from a subset of the child schedulable entity queues, each parent 
n schedulable entity queue holding resource requests received from one of the child schedulers; 
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22 a parent scheduler for selecting resource requests from the plurality of parent schedulable 

13 entity queues using a fair-share scheduling algorithm, and further adapted to increment a virtual 

14 time value each time a resource request is selected; and 

15 a plurality of rate controllers associated with the pluraUty of parent schedulable entity 

16 queues, each rate controller adapted to limit the rate at which resource requests selected by the 

17 parent scheduler are serviced to a parent schedulable entity's maximum quality of service. 

1 23. A computer program product for scheduling a pluraUty of pending requests for 

2 service from a resource received from a plurality of schedulable entities, while preventing each 
schedulable entity from exceeding a maximum quaUty of service allocated to each schedulable 

r| entity, the computer program product comprising: 



''f a computer readable mediimi that stores program code including: 

Q program code that selects a request associated with a schedulable entity using a 

Q fair-share scheduling algorithm; 

program code that services the request if a rate controller determines that 

9 servicing the request will not exceed the associated schedulable entity's 

10 maximum quality of service; and 

11 program code that advances a virtual time in the fair-share scheduling algorithm. 

1 24. The computer program product of claim 23, wherein the fair-share scheduling 



2 algorithm is a weighted fair-share scheduling algorithm, each weight corresponding to a 

3 schedulable entity's minimum quality of service allocation. 
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1 25. The computer program product of claim 23, wherein each request includes a 

2 requested duration, the computer program product further including: 

3 program code that limits the requested duration of the request to a pre-determined 

4 request duration upper bound. 

1 
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Fairly Partitioning Resources While Limiting the Maximum 

Fair Share 

Abstract of the Disclosure 

Resoxirce requests from a plurality of schedulable entities are scheduled while limiting 
the maximum and minimum quality of service allocated to each schedulable entity. The resource 
scheduler of the present invention requires less memory to maintain state information than 
existing rate-controlling schedulers, and is thus more easily scalable to large numbers of users. 
The resource scheduler also schedules resources fairly among competing schedulable entities. A 
fair-share scheduling algorithm is used by a resource scheduler to select resource requests to 
service. A rate controller checks to ensure that servicing the selected request will not cause the 
associated user's maximum quaUty of service to be exceeded. If the maximum quality of service 
will not be exceeded, the virtual time used in the scheduling algorithm is incremented, and the 
request is serviced. If the maximum quality of service will be exceeded, the virtual time is still 
incremented, but the request is not serviced and remains pending. 
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appHcation and the national or PCT international filing date of this application. 



pnor 



U.S. Parent Application 
Number 



PCT Parent 
Number 



Parent Filing Date 
(MM/DDA^YYY) 



Parent Patent Number 
{if applicable) 



I 



Additional U.S. or PCT international application numbers are listed on a supplemental priority sheet attached hereto. 



As a named inventor, I hereby appoint the following attomey(s) and/or agent(s) to prosecute this application and to transact all 
business in the Patent and Trademark Office connected therewith: 



Name 



Registration 
Number 



Name 



Registration 
Number 



Albert C. Smith 
Laura A. Majerus 



20,355 
33,417 



Robert R. Sachs 
Ren^e M. DuBord 



42,120 
42,500 



[ ] Additional attomey(s) and/or agent(s) named on a supplemental sheet attached hereto. 



Please direct all correspondence to: 



Robert R. Sachs 
Fenwick& West LLP 
Two Palo Alto Square 
Palo Alto, CA 94306 
U.S.A. 



Telephone (650) 858-7110 



Fax 



(650) 494-1417 



I hereby declare that all statements made herein of my own knowledge are true and that all statements made on information and belief 
are believed to be trae; and further that these statements were made with the knowledge that willful false statements and the like so 
made are punishable by fine or imprisonment, or both, under Section 1001 of Title 18 of the United States Code and that such willful 
false statements may jeopardize the validity of the application or any patent issued thereon. 



Name of Sole or First Inventor: 



[ ] A petition has been filed for this unsigned inventor 



Given 


Pawan 


Middle 




Family 


Name 


Initial 




Name 



Goyal 



Suffix 
e.g. Jr. 



Inventor's 
Signature 



Residence: City 



Mountain View 



State 



CA 



Country 



Date 



U.S.A. 



Citizenship 



India 



Mailing Address 



777 W. Middlefield Road, #83 



Mailing Address 



City 



Mountain View 



State 


CA 


Zip 


94043 


Country 



U,S.A. 



[X] Additional inventors are being named on supplemental sheet(s) attached hereto 
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DECLARATION 



ADDITIONAL INVENTOR(S) 
Supplemental Sheet 



Name of Additional Joint Inventor, if any: 



[ ] A petition has been filed for this unsigned inventor 



Given 
Name 



Srinivasan 



Middle 
Initial 



Family 
Name 



Keshav 



Suffix 
e.g. Jn 



Inventor's 
Signature 



IE 



Date 



Residence: City 



Mountain View 



State 



CA 



Country 



U.S,A. 



Citizenship 



India 



Mailing Address 



Mailing Address 



834 Sutter Avenue 



City 



Mountain View 



State 



CA 



Zip 



94043 



Country 



U.S.A. 



Name of Additional Joint Inventor, if any; 



[ ] A petition has been filed for this unsigned inventor 



Given 




Middle 




Family 


Name 




Initial 




Name 



Suffix 
e.g. Jr. 



Inventor's 
Signature 



Date 



Residence: City 



State 



Country 



Citizenship 



Mailing Address 



Mailing Address 



City 



State 



Zip 



Country 



Nam( 


B of Additional Joint Inventor, if ai 




I 1 A 


petitio 


n has been filed f 


or this unsig 


ned inventor 


Given 
Name 




Middle 
Initial 




Family 
Name 




Suffix 
e.g. Jr. 




Inventor's 
Signature 




Date 




Residence: City 




State 




Country 




Citizenship 




Mailing Address 




Mailing Address 




City 




State 




Zip 




Country 




Nam 


e of Additional Joint Inventor, if any: 




[ 


] A petition has been filed for this 


unsigned inventor 




Given 
Name 




Middle 
Initial 




Family 
Name 




Suffix 
e.g. Jr. 




Inventor' 
Signatur 


s 




Date 




Residence: City 




State 




Country 




Citizenship 




Mailing Address 




Mailing Address 




City 




State 




Zip 




Country 





[ ] Additional inventors are being named on supplemental sheet(s) attached hereto 
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